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Thank you for choosing this Icom product. This product is designed and built with Icom’ s state of the art 
technology and craftsmanship. With proper care, this product should provide you with years of trouble-
free operation.

ABOUT THE MANUALS� (As of April 2022)

You can use the following manuals to understand and operate this transceiver.

•• �Basic Manual (Comes with the transceiver) 
Instructions for basic operations.

•• �Marine Channel Mode Guide (Comes with the transceiver) 
Instructions for the Marine Channel mode and the related functions in English.

LLThis guide may not be included, depending on the transceiver version.
•• �Advanced Manual (This manual) 
Instructions for advanced operations in English.

For Reference
•• HAM Radio Terms (PDF type) 
A glossary of HAM radio terms in English.

TRADEMARKS
Icom and the Icom logo are registered trademarks of Icom Incorporated (Japan) in Japan, the United States, the 
United Kingdom, Germany, France, Spain, Russia, Australia, New Zealand, and/or other countries.
Adobe, Acrobat, and Reader are either registered trademarks or trademarks of Adobe Systems Incorporated in the 
United States and/or other countries.
All other products or brands are registered trademarks or trademarks of their respective holders.
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FUNCTIONS AND FEATURES OF ADOBE® ACROBAT® READER®

The following functions and features can be used with Adobe® Acrobat® Reader®.

•• Keyword search
	� Click “Find (Ctrl+F)” or 

“Advanced Search (Shift+Ctrl+F)” 
in the Edit menu to open the 
search screen.

	� This is convenient when 
searching for a particular word 
or phrase in this manual.

LLThe menu screen may differ, 
depending on the Adobe Acrobat 
Reader version.

Click to open the find or search 
screen or advanced search screen.

•• Printing out the desired pages.
	� Click “Print” in the File menu, and then select the 

paper size and page numbers you want to print.
LLThe printing setup may differ, depending on the printer. 
Refer to your printer’s instruction manual for details.
LLSelect “A4” size to print out the page in the original 
manual size.

•• Read Out Loud feature.
	� The Read Out Loud feature reads aloud the text in 

this PDF.
	� Refer to the Adobe Acrobat Reader Help for the 

details.
	 (�This feature may not be usable, depending on your 

PC environment including the operating system.)

LLThe screen may differ, depending on the Adobe Acrobat Reader version.

•• Find screen

•• Advanced search screen
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1. ADVANCED OPERATIONS

You can set a specific volume level between 0 and 32.
Once [BANK OPT] is pushed, the volume level is 
changed to the set value.

DDAssigning the Temporary Volume 
function to [BANK OPT]

1.	 While holding down [SET LOCK], hold down [ ] 
for 1 second to enter the Initial Set mode.

2.	 Repeatedly push [SET LOCK] or [MONI ANM PA] 
to select “OK” ([BANK OPT] key).

3.	 Rotate [DIAL] to select “TVo.”
4.	 Push [ ] to save and exit the Initial Set mode.

DDSetting the Temporary Volume
1.	 While holding down [SET LOCK], hold down [ ] 

for 1 second to enter the Initial Set mode.
2.	 Repeatedly push [SET LOCK] or [MONI ANM PA] 

to select “TV” (Temporary volume).
3.	 Rotate [DIAL] to set the volume level.
4.	 Push [ ] to save and exit the Initial Set mode.

NOTE: You can use the function as “One-Touch Mute” 
by setting volume at level 0.

DDUsing the Temporary Volume function
IMPORTANT: When another function is assigned to 
[BANK OPT], this function cannot be used.

zz Push [BANK OPT].
•• The volume level is changed to the set value.
•• “VOL” and the changed volume level is displayed.
LLPush [BANK OPT] again to go back to the original level.
LLTo turn the function ON or OFF using the HM-133V, 
push [BANK/OPTION].

TIP: Changing the volume level when the function 
is turned ON

•• When rotating [VOL], the function is turned OFF, 
and the volume level is changed to the value 
corresponding to the [VOL] level.

•• When [VOL▲ 0 TONE-2] or [VOL▼ 



 TONE-1] 
on the HM-133V is pushed, the function is turned 
OFF, and the volume level goes up or down from 
the set value.

Temporary Volume function
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When “TVo” (Temporary Volume/Option) is selected in 
the [BANK OPT] key item.

The Temporary volume item

Push [BANK OPT].

The changed volume level is displayed.
“VOL” is displayed.

SET
ANM
MONI

AO

NAR
MID
LOW



















3-3

3. MEMORY OPERATION
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NOTE: Only entered Memory channels can be 
selected.

DDUsing the tuning dial
1.	 Repeatedly push [M/CALL PRIO] to select the 

Memory mode.
•• “ ” and the Memory channel number are displayed.

2.	 Rotate [DIAL] to select a Memory channel.
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Selecting a Memory channel

Example: Selecting Memory channel 2.
Repeatedly push [M/CALL PRIO] to select the 
Memory mode.

Rotate [DIAL] to select Memory channel 2.

“2” is displayed.

Push  to select the Memory mode.

Push  or  to select Memory channel 2.

Push  to select the Memory mode.

Push  to display “CH.”

Example: Selecting Memory channel 2.

Example: Selecting Memory channel 2.

DDUsing [▲] or [▼] on the HM-133V
1.	 Push [MR/CALL] to select the Memory mode.

•• “ ” and the Memory channel number are displayed.
2.	 Push [▲] or [▼] to select and set a Memory 

channel.

DDUsing the keypad on the HM-133V
1.	 Push [MR/CALL] to select the Memory mode.

•• “ ” and the Memory channel number are displayed.
2.	 Push [ENT C T-OFF].

•• “CH” is displayed.
3.	 Push 3 numeric keys to input a channel number.

LLWhen a wrong number is input, push [ENT C T-OFF] 
to clear and re-enter from the 1st digit.
LLPush [CLR A MW] to cancel the input and return to 
the previous channel.
LLTo select a Scan edge channel, push [1], [2], or [3], 
and then push [



] or [#]. 
“



” and “#” can be used for “A” and “B” respectively.

[A] [B]

“ ” and the Memory Channel 
number are displayed.

“ ” and the Memory Channel 
number are displayed.

“ ” and the Memory Channel 
number are displayed.

“2” is displayed.

“2” is displayed.

Push the 3 numeric keys ( → → ).
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3. MEMORY OPERATION
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Using the HM-133V microphone
1.	 Set the frequency in the VFO mode.

LL If desired, set other data (Example: frequency offset, 
duplex direction, and tone squelch).

2.	 Push [FUNC], and then push [CLR A MW].
•• “ ” and the Memory channel number blink.

3.	 Push [▲] or [▼] to select a Memory or Call channel.
LL If the selected Memory channel is blank, only the 
Memory channel number is displayed.

4.	 Push [FUNC], and then hold down [CLR A MW] for 
1 second to write.

•• Three beeps sound.
LLThe Memory channel number automatically increases 
when holding down [CLR A MW] after writing.

Entering a Memory/Call channel

Push , and then  to enter the Memory Write 
mode.

Push  or  to select Memory channel 20.

Push , and then hold down  for 1 second to write.

Example: �Entering 145.870 MHz to Memory 
channel 20.

Set the frequency in the VFO mode.

“ ” and the Memory Channel 
number blink.

3 beeps sound.
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3. MEMORY OPERATION

This function copies a Memory channel contents to the VFO, another Memory, or the Call channel. This function is 
used when searching for signals around the Memory channel frequency and for easy recalling the frequency offset, 
subaudible tone frequency, and so on.
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Copying the Memory channel contents
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Example: �Copying Memory channel 30 contents to 
the VFO.

Rotate [DIAL] to select Memory channel 30.

Hold down [S.MW MW] for 1 second to copy the 
Memory contents to the VFO.

Example: �Copying Memory channel 30 contents to 
the VFO.

Push  to select the Memory mode.

Push  or  to select Memory channel 30.

Push , and then hold down  for 1 second 
to copy the Memory contents to the VFO.

Using the HM-133V microphone
1.	 Select the Memory or Call channel to be copied.
2.	 Push [FUNC], and then hold down [CLR A MW] 

for 1 second to copy the contents of the selected 
Memory or Call channel to the VFO.

•• The VFO mode is automatically selected.

DDMemory/Call channel to VFO
1.	 Select the Memory or Call channel to be copied.
2.	 Hold down [S.MW MW] for 1 second to copy the 

selected Memory or Call channel contents to the 
VFO.

•• The VFO mode is automatically selected.

Repeatedly push [M/CALL PRIO] to select the 
Memory mode.

“ ” and the Memory Channel 
number are displayed.

“ ” and the Memory Channel 
number are displayed.
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3. MEMORY OPERATION
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1.	 Select the Memory or Call channel to be copied.
2.	 Push [S.MW MW] to enter the Memory Write 

mode.
•• “ ” and “– –” blink.

3.	 Rotate [DIAL] to select the target Memory or Call 
channel.

•• “C” blinks when the Call channel is selected.
LLThe Scan edge channels can also be selected.

4.	 Hold down [S.MW MW] for 1 second to copy the 
contents to the target channel.

•• The targeted channel and the copied contents are 
displayed.
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Copying the Memory channel contents

Select Memory channel 30.

Rotate [DIAL] to select Memory channel 31.

Hold down [S.MW MW] for 1 second to copy the 
contents.

Example: �Copying Memory channel 30 contents to 
channel 31.

DDMemory/Call channel to Call/Memory channel

Example: �Copying Memory channel 30 contents to 
channel 31.

Select Memory channel 30.

Push  or  to select Memory channel 31.

Push , and then push .

Push , and then hold down  for 1 second to 
copy the contents.

Using the HM-133V microphone
1.	 Select the Memory or Call channel to be copied.
2.	 Push [FUNC], and then push [CLR A MW] to enter 

the Memory Write mode.
•• “ ” and “– –” blink.
•• The VFO frequency is displayed.

3.	 Push [▲] or [▼] to select the target Memory or 
Call channel.

•• “C” blinks when the Call channel is selected.
LLThe Scan edge channels can also be selected.
LLThe keypad cannot be used for setting the channel.

4.	 Push [FUNC], and then hold down [CLR A MW] 
for 1 second to copy the contents to the target 
channel.

•• The target channel and the copied contents are 
displayed.

“ ” and “--” blink.

“ ” and “--” blink.

Push [S.MW MW] to enter the Memory Write mode.
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3. MEMORY OPERATION

You can delete Memory channel contents.
NOTE: The deleted Memory channel contents 
cannot be recalled.

1.	 Push [V/MHz SCAN] to select the VFO mode.
2.	 Push [S.MW MW] to enter the Memory Write 

mode.
•• “ ” and the Memory channel number blink.

3.	 Rotate [DIAL] to select the Memory channel.
LLMemory channels not set are blank.

4.	 Push [S.MW MW], and then sequentially hold 
down [S.MW MW] for 1 second to delete the 
contents.

NOTE: This operation must be performed within 
1.5 seconds.

•• Three beeps sound, and then the selected Memory 
channel contents are deleted.
LLWhen the Call channel is deleted, the current VFO 
contents are automatically reassigned to the Call 
channel.

5.	 Push any key other than [S.MW MW] to return to 
the VFO mode.
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Deleting a Memory channel
Example: Deleting Memory channel 20.
Push [V/MHz SCAN] to select the VFO mode.

Rotate [DIAL] to select Memory channel 20.

Push [S.MW MW], and then sequentially hold down 
[S.MW MW] for 1 second to delete the contents.

Push any key other than [S.MW MW] to return to the 
VFO mode.
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Push  to select the VFO mode.

Push , and then  to enter the Memory Write mode.

Push  or  to select Memory channel 20.

Push  then , and push  then hold down 
for 1 second within 1.5 seconds to delete the contents.

Push  to return to the VFO mode.

Example: Deleting Memory channel 20.Using the HM-133V microphone
1.	 Push [VFO/LOCK] to select the VFO mode.
2.	 Push [FUNC], and then push [CLR A MW] to enter 

the Memory Write mode.
3.	 Push [▲] or [▼] to select the Memory channel.

•• “ ” and the Memory channel number blink.
LLMemory channels not set are blank.

4.	 Push [FUNC] then [CLR A MW], and then push 
[FUNC] then hold down [CLR A MW] for 1 second 
to delete the contents.

NOTE: This operation must be performed within 
1.5 seconds.

•• Three beeps sound, and then the selected Memory 
channel contents are deleted.
LLWhen the Call channel is deleted, the current VFO 
contents are automatically reassigned to the Call 
channel.

5.	 Push [CLR A MW] to return to the VFO mode.

Push [S.MW MW] to enter the Memory Write mode.

“ ” and the Memory Channel 
number blink.

“ ” and the Memory Channel 
number blink.
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Push  to enter the Set mode.

Repeatedly push  or  to select to select “BAK.”

Push  or  to select Bank A.

Example: Setting Memory channel 1 to Bank A.
Using the HM-133V microphone
1.	 Select the Memory channel to be assigned to the 

bank.
2.	 Push [SET B D-OFF] to enter the Set mode.
3.	 Repeatedly push [SET B D-OFF] or  

[ENT C T-OFF] to select “BAK” (Bank setting).
•• “– –” blinks.

4.	 Push [▲] or [▼] to select the bank.
5.	 Push [CLR A MW] to save and exit the Set mode.

Setting a Memory Bank
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Push  to save and exit the Set mode.

Select Memory channel 1.
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1.	 Repeatedly push [M/CALL PRIO] to select the 
Memory mode.

•• “ ” and the Memory Channel number are displayed.
2.	 Push [BANK OPT] to select the Memory Bank 

mode.
•• “ ” and the bank letter blink.
LLThe bank name is displayed, if set.

3.	 Rotate [DIAL] to select the desired bank.
LLBanks that contain no Memory channels are skipped.

4.	 Push any key to exit the Memory Bank mode.
•• “ ” and the bank letter are displayed.

5.	 Rotate [DIAL] to select the Memory channel in the 
bank.

LLThe Memory channel number is not displayed.
6.	 To return to the Memory mode, push [BANK OPT] 

twice.

Selecting a Memory Bank
Example: Selecting Memory Bank A.

Using the HM-133V microphone
1.	 Push [MR/CALL] to select the Memory mode.

•• “ ” and the Memory Channel number are displayed.
2.	 Push [BANK/OPTION] to select the Memory Bank 

mode.
•• “ ” and the bank letter blink.
LLThe bank name is displayed, if set.

3.	 Push [▲] or [▼] to select the desired bank.
LLBanks that contain no Memory channels are skipped.

4.	 Push [CLR A MW] to exit the Memory Bank mode.
•• “ ” and the bank letter are displayed.

5.	 Push [▲] or [▼] to select the Memory channel in 
the bank.

LLThe Memory channel number is not displayed.
6.	 To return to the Memory mode, push  

[BANK/OPTION], and then push [CLR A MW].

LOCK
SET

ANM
MONI

DUP
LOW

T-SCAN
TONE

PRIO
M/CALL

SCAN
V/MHz

DIGITAL PRIO AO BUSY
MUTE
NAR
MID
LOW

LOCK
SET

ANM
MONI

DUP
LOW

T-SCAN
TONE

PRIO
M/CALL

SCAN
V/MHz

DIGITAL PRIO AO BUSY
MUTE
NAR
MID
LOW

LOCK
SET

ANM
MONI

DUP
LOW

T-SCAN
TONE

PRIO
M/CALL

SCAN
V/MHz

DIGITALPRIO AO BUSY
MUTE
NAR
MID
LOW

LOCK
SET

ANM
MONI

DUP
LOW

T-SCAN
TONE

PRIO
M/CALL

SCAN
V/MHz

DIGITALPRIO AO BUSY
MUTE
NAR
MID
LOW

LOCK
SET

ANM
MONI

DUP
LOW

T-SCAN
TONE

PRIO
M/CALL

SCAN
V/MHz

DIGITAL PRIO AO BUSY
MUTE
NAR
MID
LOW

DIGITAL PRIO AO BUSY
MUTE
NAR
MID
LOW

DIGITAL PRIO AO BUSY
MUTE
NAR
MID
LOW

LOCK
SET

ANM
MONI

DUP
LOW

T-SCAN
TONE

PRIO
M/CALL

SCAN
V/MHz

DIGITAL PRIO AO BUSY
MUTE
NAR
MID
LOW

Push [BANK OPT] to enter the Memory Bank mode.

Rotate [DIAL] to select Bank A.

“ ” and the Memory Channel 
number are displayed.

Repeatedly push [M/CALL PRIO] to select the 
Memory mode.

Push any key to exit the Memory Bank mode.

“ ” and the bank letter are 
displayed.

“ ” and the bank letter blink.
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“ ” and the Memory Channel 
number are displayed.

“ ” and the bank letter are 
displayed.

Push  to enter the Memory Bank mode.

Push  to select the Memory mode.

Push  or  to select Bank A.

Push  to exit the Memory Bank mode.

“ ” and the bank letter blink.

Example: Selecting Memory Bank A.
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The Memory channel in the bank can be transferred to another bank.
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Transferring a Memory channel to another bank

Repeatedly push [M/CALL PRIO] to select the 
Memory mode.

Rotate [DIAL] to select the Memory Bank A.

Push any key to exit the Memory Bank mode.

Repeatedly push [SET LOCK] or [MONI ANM PA] to 
select “BAK.”

Rotate [DIAL] to select Bank C.

Push any key other than [SET LOCK] or  
[MONI ANM PA] to save and exit the Set mode.

Example: Transferring from Bank A to C.

Push [BANK OPT] to select the Memory Bank mode.

“ ” and the Memory Channel 
number are displayed.

“ ” and the bank letter blink.

“ ” and the bank letter are 
displayed.

Rotate [DIAL] to select the Memory channel to transfer.

Push [SET LOCK] to enter the Set mode.

The transferred channel is 
displayed in Bank C.

1.	 Repeatedly push [M/CALL PRIO] to select the 
Memory mode.

•• “ ” and the Memory channel number are displayed.
2.	 Push [BANK OPT] to select the Memory Bank 

mode.
•• “ ” and the bank letter blink.
LLThe bank name is displayed, if set.

3.	 Rotate [DIAL] to select the bank.
LLBanks that contain no Memory channels are skipped.

4.	 Push any key to exit the Memory Bank mode.
•• “ ” and the bank letter are displayed.

5.	 Rotate [DIAL] to select the Memory channel to 
transfer.

LLThe Memory channel number is not displayed.
6.	 Push [SET LOCK] to enter the Set mode.
7.	 Repeatedly push [SET LOCK] or [MONI ANM PA] 

to select “BAK” (Bank setting).
8.	 Rotate [DIAL] to select the destination bank.
9.	 Push any key other than [SET LOCK] or  

[MONI ANM PA] to save and exit the Set mode.
•• The transferred channel is displayed in the destination 
bank.
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Using the HM-133V microphone
1.	 Push [MR/CALL] to select the Memory mode.

•• “ ” and the Memory channel number are displayed.
2.	 Push [BANK/OPTION] to select the Memory Bank 

mode.
•• “ ” and the bank letter blink.
LLThe bank name is displayed, if set.

3.	 Push [▲] or [▼] to select the bank.
LLBanks that contain no Memory channels are skipped.

4.	 Push [CLR A MW] to exit the Memory Bank mode.
•• “ ” and the bank letter are displayed.

5.	 Push [▲] or [▼] to select the Memory channel to 
transfer.

LLThe Memory channel number is not displayed.
6.	 Push [SET B D-OFF] to enter the Set mode.
7.	 Repeatedly push [SET B D-OFF] or  

[ENT C T-OFF] to select “BAK” (Bank setting).
8.	 Push [▲] or [▼] to select the destination bank.
9.	 Push [CLR A MW] to save and exit the Set mode.

•• The transferred channel is displayed in the destination 
bank.

Transferring a Memory channel to another bank

Push  to select the Memory mode.

Push  or  to select Bank A.

Push  to enter the Set mode.

Push  or  to select Bank C.

Push  to save and exit the Set mode.

Example: Transferring from Bank A to C.

Push  or  to select to select “BAK.”

Push  to select the Memory Bank mode.

“ ” and the Memory Channel 
number are displayed.

“ ” and the bank letter blink.

“ ” and the bank letter are 
displayed.

Push  or  to select the Memory channel to 
transfer.

The transferred channel is 
displayed in Bank C.

Push  to exit the Memory Bank mode.


